
HEAVY & HIGHWAY (AGC) AGREEMENT 

LOCAL 158 – OPERATING ENGINEERS 

DISTRICTS 106 – 545 - 832 

CLASSIFICATIONS – 2019 – 2023 

 

*For specific questions on manning requirements or classifications, please contact the district 
office or business representative. 

The following rates apply to the Heavy & Highway Agreement for Local 158 for all 3 districts, 106, 545 and 832: 
 
Tower Cranes will be manned by two (2) Class A operators who will receive $4.00 per hour over the Class A rate.  Tower cranes to 
include stationary, rail mounted, truck or carrier mounted and crawler mounted, hydraulic or friction.  For any mode of power, crew to 
be assigned to crane upon start of erection and will be employed until crane is dismantled and shipped off job. A Maintenance Engineer 
(Mechanic) will be employed to assist assembly, jacking of crane and disassembly. One operator is required on any Potain HDT 80 
self-erecting mobile tower crane or similar. 
 
Crane Rates 
Crane 1: All tower cranes, including self erecting to be paid $4.00 per hour over the Class A rate 
Crane 2: All Lattice Boom Cranes and all other cranes with a manufacturer’s rating of fifty (50) ton and over, to be paid $3.00 per hour 
over Class A rate. 
Crane 3: All hydraulic cranes and derricks with a manufacturer’s rating of 49 ton and below, including boom trucks, to be paid $2.00 
per hour over Class A rate 
Crane rates apply when a Certificate of Competence is required by the New York State Department of Labor. 
 
CLASSIFICATION A: 

 
Asphalt Curb Machine, Self 
Propelled, Slipform 
Asphalt Paver 
Automated Concrete Spreader (CMI 
Type) 
Automatic Fine Grader 
Backhoe (Except Tractor Mounted, 
Rubber Tired) 
Backhoe Excavator Full Swing (CAT 
212 or similar type) 
Back Filling Machine 
Belt Placer (CMI Type) 
Blacktop Plant (Automated) 
Boom truck 
Bull Dozer operated w/active GPS  
Cableway 
Caisson Auger 
Central Mix Concrete Plant 
(Automated) 
Concrete Curb Machine, Self 
Propelled, Slipform 
Concrete Pump  
Crane 
Cherry Picker  
Derricks (steel erection) 
Dragline 
Overhead Crane (Gantry or Straddle 
type) 
Pile Driver 
Truck Crane 
Directional Drilling Machine 
Dredge 
Dual Drum Paver 
Excavator (All Purpose Hydraulically 
Operated) (Gradall or Similar) 
Front End Loader (4 cu. yd. and 
Over) 
Head Tower (Sauerman or Equal) 
Hoist (Two or Three Drum) 
Holland Loader 
Maintenance Engineer 
Mine Hoist 
Mucking Machine or Mole 
Pavement Breaker (SP) Wertgen; 
PB-4 and similar type 
Power Grader 
Profiler (over 105 H.P.) 
Quad 9 

Quarry Master (or equivalent) 
Scraper 
Shovel 
Side Boom 
Slip Form Paver (If a second man is 
needed, he shall be an Oiler) 
Tractor Drawn Belt Type Loader 
Truck or Trailer Mounted Log Chipper 
(Self Feeder) 
Tug Operator (Manned Rented 
Equipment Excluded) 
Tunnel Shovel 
 
CLASSIFICATION B: 
 
Backhoe (Tractor Mounted, Rubber 
Tired) 
Bituminous Recycler Machine 
Bituminous Spreader and Mixer 
Blacktop Plant (NonAutomated) 
Blast or Rotary Drill (Truck or Tractor 
Mounted) 
Brokk 
Boring Machine 
Cage Hoist 
Central Mix Plant (NonAutomated) 
and All Concrete Batching Plants 
Concrete Paver (Over 16S) 
Crawler Drill, Self-contained 
Crusher  
Diesel Power Unit 
Drill Rigs, Tractor Mounted 
Front End Loader (Under 4 cu. yd.) 
Greaseman/Lubrication Engineer 
HiPressure Boiler (15 lbs. and over) 
Hoist (One Drum) 
Hydro-Axe 
Kolman Plant Loader and Similar 
Type Loaders (If Employer requires 
another man to clean the screen or to 
maintain the equipment, he shall be  
an Oiler) 
L.C.M. Work Boat Operator 
Locomotive 
Material Handling Knuckle Boom 
Mini excavator under 18,000 lbs. 
Mixer (for stabilized base self-
propelled) 
Monorail Machine 
Plant Engineer 

Prentice Loader 
Profiler (105 H.P. and under) 
Pug Mill 
Pump Crete 
Ready Mix Concrete Plant 
Refrigeration Equipment (for soil 
stabilization) 
Road Widener 
Roller (all above subgrade) 
Sea Mule 
Self-contained Ride-on Rock Drill, 
Excluding Air-Track Type Drill 
Skidder 
Tractor with Dozer and/or Pusher 
Trencher 
Tugger Hoist 
Vacuum machine – mounted or towed 
Vermeer saw (ride on, any size or 
type) 
Welder 
Winch 
Winch Cat 
 
CLASSIFICATION C: 
 
A Frame Winch Hoist on Truck  
Articulated Heavy Hauler  
Aggregate Plant 
Asphalt or Concrete Grooving 
Machine (ride on) 
Ballast Regulator, Ride-on 
Boiler (used in conjunction with 
production) 
Bituminous Heater, self-propelled 
Boat (powered) 
Cement and Bin Operator 
Compressors, Dust Collectors, 
Generators, Pumps, Welding 
Machines, 
 Light Plants, Heaters (hands-off 
equipment) 
Concrete Pavement Spreader and 
Finisher 
Concrete Paver or Mixer (16S and 
under) 
Concrete Saw (self-propelled) 
Conveyor 
Deck Hand 
Directional Drill Machine Locator 
Drill, Core 
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Drill, Well 
Farm Tractor with accessories 
Fine Grade Machine 
Fireman 
Fork Lift 
Form Tamper 
Grout Pump 
Gunite Machine 
Hammers (Hydraulic self-propelled) 
Hydra-Spiker, ride-on 
Hydraulic Pump (jacking system) 
Hydro-Blaster (Water) 
Mulching Machine 

Oiler 
Parapet Concrete or Pavement 
Grinder 
Post Hole Digger and Post Driver 
Power Broom (towed) 
Power Heaterman 
Power Sweeper 
Revinius Widener 
Roller (Grade and Fill) 
Scarifier, ride-on 
Shell Winder 
Skid steer loader (Bobcat or similar) 
Span-Saw, ride-on 

Steam Cleaner 
Tamper, ride-on 
Tie Extractor, ride-on 
Tie Handler, ride-on 
Tie Inserter, ride-on 
Tie Spacer, ride-on 
Tire Repair 
Track Liner, ride-on 
Tractor 
Tractor (with towed accessories) 
Vibratory Compactor 
Vibro Tamp 
Well Point 

 
In the event that equipment listed under Article XXIX of this Agreement or any other equipment which traditionally has been the work 
of Operating Engineers is operated by Robotic Control, the operation of said equipment shall remain the work of the Operating 
Engineers and the classification covering the operation will be the same as if manually operated. 
 


